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Izmeritel´nye priboryIzmeritel´nye priboryIzmeritel´nye priboryIzmeritel´nye priboryIzmeritel´nye pribory Optibelt – rukovodstvo po qkspluataciirukovodstvo po qkspluataciirukovodstvo po qkspluataciirukovodstvo po qkspluataciirukovodstvo po qkspluatacii

1. Vybrat´ pribor (Optikrik 0; I; II; III) soglasno primenäemomu profilü i znaçeniü
natäøeniä. Smotri ukazannye niøe punkty rukovodstva i tablicy s dannymi.

2. Risunok vverxu (A, V ili S) pokazyvaet tri sposoba primeneniä pribora takim
obrazom, çtoby davlenie okazyvalos´ tol´ko na  «naøimnuü poverxnost´».

3. Pribor ustanavlivaetsä na seredinu remnä na vne‚nej ego storone. Udostover´-
tes´, çto pribor kasaetsä tol´ko odnogo remnä i çto ryçag-indikator naxoditsä
v isxodnom poloøenii (polnost´ü priøat´ k ‚kale). Pribor doløen naxodit´sä
parallel´no granäm remnä.

4. Naøimajte tol´ko odnimodnimodnimodnimodnim pal´cem medlenno na «naøimnuü poverxnost´» tak,
kak ukazano na ris. (A, V ili S) vverxu. Poçuvstvovav ili usly‚av otçötlivyj
welçok, sleduet srazu prekratit´ naøimat´ i pribor ostoroøno snät´ tak,
çtoby ryçag-indikator ostalsä v zafiksirovannom poloøenii.

5. Snät´ pokazanie pribora, çtoby opredelit´ natäøenie, kak ukazano na risunke
vverxu.

6. Povernut´ pribor nabok, çtoby opredelit´ toçnuü toçku pereseçeniä verxnego
kraä ryçaga so ‚kaloj.

7. Zapomnit´ qtot punkt ili zafiksirovat´ poziciü na verxnej storone idikatora
‚kaly s pomow´ü bol´‚ogo pal´ca, povernut´ pribor i snät´ pokazanie pribo-
ra.

8. Snätye pokazaniä sravnit´ s dannym v tablice ili s rasçötnymi dannymi.
Umen´‚ajte ili povy‚ajte natäøenie remnä v zavisimosti ot rezul´tata
izmereniä, poka on ne budet naxodit´sä v sootvetsvii s rekomenduemym natäøe-
niem.

Pribor sluøit dlä uprowönnoj metodiki natäøeniä remnej. On oblegçit rabotu texniçeskomu personalu pri obsluøi-
vanii remennogo privoda, esli texniçeskie dannye neizvestny i sledovatel´no net vozmoønosti opredelit´
optimal´noe natäøenie remnä. Pribor takøe moøet byt´ ispol´zovan dlä ustanovki natäøeniä, esli privod rassçitan
i optimal´noe natäøenie izvestno.

Porädok vypolneniä:Porädok vypolneniä:Porädok vypolneniä:Porädok vypolneniä:Porädok vypolneniä: (uprowönnaä tablica natäøeniä dlä poliklinovyx i klinovyx pro-
my‚lennyx remnej)

1. Najdite v kolonke ispol´zuemyj profil´.
2. Isxodä iz diametra men´‚ego ‚kiva, vybrat´ nuønuü stroku v tablice.
3. Po tablice opredelit´ sootvetstvuüwee znaçenie sily natäøeniä.
4. Sravnit´ pokazanie pribora s tabliçnymi dannymi (sm. rukovodstvo).

550 ± 50 350 ± 50 ≥ 200

650 ± 50 400 ± 50 ≥ 300

1100 ± 50 700 ± 50 ≥ 400

1650 ± 50 1050 ± 50 ≥ 600

1300 ± 50 800 ± 50 ≥ 600

1950 ± 50 1200 ± 50 ≥ 900

400 ± 50 250 ± 50 ≥ 200

500 ± 50 350 ± 50 ≥ 250

600 ± 50 400 ± 50 ≥ 300

750 ± 50 500 ± 50 ≥ 350

Natäøenie poliklinovyx promy‚lennyx remnejNatäøenie poliklinovyx promy‚lennyx remnejNatäøenie poliklinovyx promy‚lennyx remnejNatäøenie poliklinovyx promy‚lennyx remnejNatäøenie poliklinovyx promy‚lennyx remnej

Dannye natäøeniä dlä promy‚lennyx klinovyx remnejDannye natäøeniä dlä promy‚lennyx klinovyx remnejDannye natäøeniä dlä promy‚lennyx klinovyx remnejDannye natäøeniä dlä promy‚lennyx klinovyx remnejDannye natäøeniä dlä promy‚lennyx klinovyx remnej
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OPTIKRIK

* Znaçeniä natäøeniä remnej pri primenenii qtix ‚kivov doløny
byt´ rassçitany.

Izmeritel´nye pribory:Izmeritel´nye pribory:Izmeritel´nye pribory:Izmeritel´nye pribory:Izmeritel´nye pribory:
Optikrik 0 Diapazon izmereniä: 70 – 150 H
Optikrik I Diapazon izmereniä: 150 – 600 H
Optikrik II Diapazon izmereniä: 500 – 1400 H
Optikrik III Diapazon izmereniä: 1300 – 3100 H

PrimerPrimerPrimerPrimerPrimer
1. Klinovyj remen´ profilä SPZ
2. Naimen´‚ij diametr ‚kiva 100 mm
3. Stat. sila – Predvaritel´noe natäøenie (perviçnyj montaø) 350 H
4. Stat. sila – Natäøenie posle usadki 250 H

4 PH 8 PH 12 PH 16 PH 20 PH
≤ 25 90 70 150 130 250 200 300 250 400 300

> 25 ≤ 71 110 90 200 150 300 250 350 300 450 350
> 71 *

4 PJ 8 PJ 12 PJ 16 PJ 24 PJ

≤ 90 800 600 1000 800 1300 1000 1500 1200 1900 1500
> 90 ≤ 140 1000 700 1300 1000 1600 1300 1900 1500 2500 1900
> 140 ≤ 200 1100 800 1400 1100 1900 1400 2100 1600 2800 2100
> 200 *

≤ 40 200 150 350 300 500 400 700 550 1000 800
> 40 ≤ 80 200 150 400 350 600 500 800 650 1200 1000
> 80 ≤ 132 250 200 450 350 700 550 900 700 1300 1000
> 132 *

≤ 63 300 250 600 450 700 600 900 700 1200 900
> 63 ≤ 100 400 300 800 600 1000 700 1200 900 1500 1200
> 100 ≤ 140 450 350 900 700 1100 800 1300 1000 1600 1300
> 140 *

4 PK 8 PK 10 PK 12 PK 16 PK

6 PL 8 PL 10 PL 12 PL 16 PL

Profil´Profil´Profil´Profil´Profil´

Statiçeskaä sila natäøeniä svobodnoj vetvi remnä T Statiçeskaä sila natäøeniä svobodnoj vetvi remnä T Statiçeskaä sila natäøeniä svobodnoj vetvi remnä T Statiçeskaä sila natäøeniä svobodnoj vetvi remnä T Statiçeskaä sila natäøeniä svobodnoj vetvi remnä T maks. maks. maks. maks. maks. (((((H)))))DiametrDiametrDiametrDiametrDiametr

men´‚ego ‚kivamen´‚ego ‚kivamen´‚ego ‚kivamen´‚ego ‚kivamen´‚ego ‚kiva

  (mm)  (mm)  (mm)  (mm)  (mm)

PH

PJ

PK

PL

 A B  C

natäøenie
pri pervom

montaøe

≤ 71 200 150 250 200
> 71 ≤ 90 250 200 300 250
> 90 ≤ 125 350 250 400 300
> 125 *

≤ 100 350 250 400 300
> 100 ≤ 140 400 300 500 400
> 140 ≤ 200 500 400 600 450
> 200 *

≤ 160 650 500 700 550
> 160 ≤ 224 700 550 850 650
> 224 ≤ 355 900 700 1000 800
> 355 *

≤ 250 1000 800 1400 1100
> 250 ≤ 355 1400 1100 1600 1200
> 355 ≤ 560 1800 1400 1900 1500
> 560 *

≤ 50 90 70 120 90
> 50 ≤ 71 120 90 140 110
> 71 ≤ 100 140 110 160 130
> 100 *

≤ 80 150 110 200 150
> 80 ≤ 100 200 150 250 200
> 100 ≤ 132 300 250 400 300
> 132 *

≤ 125 300 250 450 350
> 125 ≤ 160 400 300 500 400
> 160 ≤ 200 500 400 600 450
> 200 *

≤ 200 700 500 800 600
> 200 ≤ 250 800 600 900 700
> 250 ≤ 355 900 700 1000 800
> 355 *

RED POWER II

Super X-POWER
M=S

Dannye natäøeniä dlä avtomobil´noj promy‚lennostiDannye natäøeniä dlä avtomobil´noj promy‚lennostiDannye natäøeniä dlä avtomobil´noj promy‚lennostiDannye natäøeniä dlä avtomobil´noj promy‚lennostiDannye natäøeniä dlä avtomobil´noj promy‚lennosti

remen´

karmannoe
kreplenie

rezinovyj
fiksator

ryçag-indikator

naøimnaä
poverxnost´

pruøina

Profil´Profil´Profil´Profil´Profil´

NatäøenieNatäøenieNatäøenieNatäøenieNatäøenie
pri pervompri pervompri pervompri pervompri pervom

montaøemontaøemontaøemontaøemontaøe

Natäøenie Natäøenie Natäøenie Natäøenie Natäøenie posleposleposleposleposle
30-120 min.30-120 min.30-120 min.30-120 min.30-120 min.

rabotyrabotyrabotyrabotyraboty

min. raboçeemin. raboçeemin. raboçeemin. raboçeemin. raboçee
natäøenienatäøenienatäøenienatäøenienatäøenie

StatiçeskoeStatiçeskoeStatiçeskoeStatiçeskoeStatiçeskoe
natäøenie (natäøenie (natäøenie (natäøenie (natäøenie (H)))))

StatiçeskoeStatiçeskoeStatiçeskoeStatiçeskoeStatiçeskoe
natäøenie (natäøenie (natäøenie (natäøenie (natäøenie (H)))))

StatiçeskoeStatiçeskoeStatiçeskoeStatiçeskoeStatiçeskoe
natäøenie (natäøenie (natäøenie (natäøenie (natäøenie (H)))))

AVX 10
Marathon 1
Marathon 2

AVX 13
Marathon 1
Marathon 2

KB - 2 AVX 10

KB - 3 AVX 10

KB - 2 AVX 13

KB - 3 AVX 13

RB - 3 PK

RB - 4 PK

RB - 5 PK

RB - 6 PK

natäøenie
posle
usadki

natäøenie
pri pervom
montaøe

natäøenie
posle
usadki

natäøenie
pri pervom

montaøe

natäøenie
posle
usadki

natäøenie
pri pervom

montaøe

natäøenie
posle
usadki

natäøenie
pri pervom

montaøe

natäøenie
posle
usadki

Profil´Profil´Profil´Profil´Profil´ DiametrDiametrDiametrDiametrDiametr

men´‚ego ‚kivamen´‚ego ‚kivamen´‚ego ‚kivamen´‚ego ‚kivamen´‚ego ‚kiva

(mm)(mm)(mm)(mm)(mm)

natäøenie
pri pervom

montaøe

natäøenie
posle
usadki

Statiçeskoe natäøenie (Statiçeskoe natäøenie (Statiçeskoe natäøenie (Statiçeskoe natäøenie (Statiçeskoe natäøenie (H)))))

natäøenie
pri pervom

montaøe

natäøenie
posle
usadki

SPZ
3V/9N
XPZ
3VX/9NX

SPA
XPA

SPB
5V/5N
XPB
5VX/15NX

SPC
XPC

Z/10
ZX/X10

A /13
AX/X13

B /17
BX/X17

C /22
CX/X22

StandartnyeStandartnyeStandartnyeStandartnyeStandartnye
(obörnutye)(obörnutye)(obörnutye)(obörnutye)(obörnutye)

remniremniremniremniremni
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optikrik Tension Gauges
for optibelt V-Belts, Kraftbands, Ribbed Belts and Automotive Belts

Optibelt Tension Gauges – Instructions for use

1. Select the gauge appropriate to the belt section and construction being tensioned.
See notes below the simplified tensioning table.

2. The illustration above (A, B or C) shows three ways to hold the gauge so that
pressure is applied to the pad only.

3. Position the gauge on one of the belts on the drive in the middle of an accessible
span length. Take care to ensure that the gauge is only in contact with one of the
belts, and that the indicator arm is pushed down into the gauge body. Align the
gauge so that its body is parallel with the sides of the belt.

4. Push down on the pressure pad slowly and firmly with one finger in one of the ways
illustrated above (A, B or C). When a “click” is heard and/or felt, stop immediately
and remove the gauge carefully to avoid disturbing the indicator arm.

5. Read the gauge to judge the tension as follows and as illustrated in the sketch
above.

6. Turn the gauge sideways to ascertain the exact point where the top surface of the
indicator arm crosses the scale.

7. Mark this point mentally or with a thumbnail and turn the gauge to read the scale.
8. Check the tension found against the simplified tensioning table or the calculated

tension. Tighten or slacken the belt, if necessary.

This simplified tensioning method should be used for installation and maintenance tensioning of the belt when the important technical data is unavailable
and the optimum tension cannot be calculated. This method requires only knowledge of the small pulley diameter and the belt section and construction.
The gauges may also be used to set tensions when the optimum tension has been calculated from known technical data.

Procedure (Simplified Tensioning Tables for Ripped Belts and Industrial V-Belts)
1. Look up the belt type in the section column.
2. Note the smallest pulley diameter in the drive system.
3. You can read off the corresponding belt tension in the table.
4. Check the belt tension with the tension gauge as described.

550 ± 50 350 ± 50 ≥ 200

650 ± 50 400 ± 50 ≥ 300

1100 ± 50 700 ± 50 ≥ 400

1650 ± 50 1050 ± 50 ≥ 600

1300 ± 50 800 ± 50 ≥ 600

1950 ± 50 1200 ± 50 ≥ 900

400 ± 50 250 ± 50 ≥ 200

500 ± 50 350 ± 50 ≥ 250

600 ± 50 400 ± 50 ≥ 300

750 ± 50 500 ± 50 ≥ 350

Tension values - Industrial ribbed belts

Tension values - Industrial V-belts

Tension values - Automotive industry
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* Tension values for these pulleys must be calculated.
Tension Gauges:
Optikrik 0 range: 70 – 150 N
Optikrik I range: 150 – 600 N
Optikrik II range: 500 – 1400 N
Optikrik III range: 1300 – 3100 N

Example
1. Optibelt V-belt section SPZ
2. Smallest pulley diameter on drive 100 mm
3. Static tension – initial installation 350 N
4. Static tension – ranning in 250 N

4 PH 8 PH 12 PH 16 PH 20 PH
≤ 25 90 70 150 130 250 200 300 250 400 300

> 25 ≤ 71 110 90 200 150 300 250 350 300 450 350
> 71 *

4 PJ 8 PJ 12 PJ 16 PJ 24 PJ

≤ 90 800 600 1000 800 1300 1000 1500 1200 1900 1500
> 90 ≤ 140 1000 700 1300 1000 1600 1300 1900 1500 2500 1900
> 140 ≤ 200 1100 800 1400 1100 1900 1400 2100 1600 2800 2100
> 200 *

≤ 40 200 150 350 300 500 400 700 550 1000 800
> 40 ≤ 80 200 150 400 350 600 500 800 650 1200 1000
> 80 ≤ 132 250 200 450 350 700 550 900 700 1300 1000
> 132 *

≤ 63 300 250 600 450 700 600 900 700 1200 900
> 63 ≤ 100 400 300 800 600 1000 700 1200 900 1500 1200
> 100 ≤ 140 450 350 900 700 1100 800 1300 1000 1600 1300
> 140 *

6 PL 8 PL 10 PL 12 PL 16 PL

Belt
Section

Static Tension Tmax (N)Diameter
of the

small pulley
db

(mm)

PH

PJ

PK

PL

 A B  C

Initial Operating
installation after

running in

≤ 71 200 150 250 200
> 71 ≤ 90 250 200 300 250
> 90 ≤ 125 350 250 400 300
> 125 *

≤ 100 350 250 400 300
> 100 ≤ 140 400 300 500 400
> 140 ≤ 200 500 400 600 450
> 200 *

≤ 160 650 500 700 550
> 160 ≤ 224 700 550 850 650
> 224 ≤ 355 900 700 1000 800
> 355 *

≤ 250 1000 800 1400 1100
> 250 ≤ 355 1400 1100 1600 1200
> 355 ≤ 560 1800 1400 1900 1500
> 560 *

≤ 50 90 70 120 90
> 50 ≤ 71 120 90 140 110
> 71 ≤ 100 140 110 160 130
> 100 *

≤ 80 150 110 200 150
> 80 ≤ 100 200 150 250 200
> 100 ≤ 132 300 250 400 300
> 132 *

≤ 125 300 250 450 350
> 125 ≤ 160 400 300 500 400
> 160 ≤ 200 500 400 600 450
> 200 *

≤ 200 700 500 800 600
> 200 ≤ 250 800 600 900 700
> 250 ≤ 355 900 700 1000 800
> 355 *

RED POWER II

Super X-POWER
M=S

Initial Operating
installation after

running in

Initial Operating
installation after

running in

Initial Operating
installation after

running in

Initial Operating
installation after

running in

4 PK 8 PK 10 PK 16 PK 16 PK

Tension
after 30-120

min.
running in
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